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Fiesso Umbertiano - Rovigo - ITALY

Power Supply 9 ÷ 16 Vdc

Maximum current 750 mA

Stand-by current 40 mA

IP Grade IP54

Operating temperature range -20/+70 °C

Storage temperature range -40/+85 °C

Weight 340 g

Connectors 1 x Superseal 3 ways

Comunications /

Inputs
PIN n°3 of connetor "C1" can be 
used as command input: Refer 
to table at page 2.

Outputs /

Technical Data

Opening / closing timing 0,3 sec
1 seed input - 1 seed outputs
Adapters available (A): 
- 32 mm (external tube 
diameter)
- 38 mm (internal tube diameter) 

Technical Data

Body Material PP Fiberglass

Materials

Analogue Version (Polarity inversion + Command)

162

227

154

5652

RGB LED

ROW SHUT-OFF VALVE PROVALVE  2 ways

C1

A
(seed inlet)

A
(seed outlet)



A B C D E F

1
2

3
4

DESCRIPTION

10/06/2026DS07610VAL-0006 (SEM-0083)

ROW SHUT-OFF VALVE PROVALVE  2 ways
PART NUMBER COD. DRAW DATE

Drawing properties of MC Electronics. All rights reserved.

MEASUREMENT UNIT

IS

VIEW

+/- 0.2

TOLERANCE mm

1:3

SCALE

DATE REV. N° OBJECT

DATE REV. N° OBJECT

DATE REV. N° OBJECT

DATE REV. N° OBJECT
2/2

PAGE

Certified Nr. 50 100 1361
Certified Quality System UNI EN ISO 9001:2008

Fiesso Umbertiano - Rovigo - ITALY

PIN-OUT TABLE (inversion of polarity only)
Connector N° pin

1

2

3

VALVE OPEN (LED GREEN)
Ground

+12V

N.C.

C1

VALVE CLOSED (LED RED)
+12V

N.C.

Ground

PIN-OUT TABLE (Third wire command)
Connector N° pin

1

2

3

VALVE CLOSED (LED RED)
Ground

+12V

TIED TO GROUND

C1

VALVE OPEN (LED GREEN)
Ground

FLOATING

+12V


